
Experience a safer and more
open world

2020-C Met blokschoot

Elektromechanische sloten
Deurgrendels

Serie 2020 en 3020

Omschrijving
Met blokschoot, spanningsloos ontgrendeld

Eigenschappen
• Weerstand tegen zijdelingse druk van 1500 kg
• Doorzaagbeveiliging schoot middels rollende hardstalen pennen
• Vrijwel alle onderdelen zijn uitgevoerd in rvs dus geschikt voor hoog frequent gebruik

en buitenmontage
• Spanningsloos ontgrendeld
• De grendel kan worden gemonteerd in kozijn, bovendorpel of deur
• Instelbaar magneetdeel
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Technische gegevens

Spanning 24V DC

Inschakelstroom 1,5A

Houdstroom 0,3A

Tolerantie 10%

Signalering potentiaalvrij wisselcontact maximaal 1A 24V

Doornmaat standaard 25mm, aan te passen naar 45 mm

Artikelnaam Art.nr Model voorplaat Mat. voorplaat Finish Doornmaat (mm) Draair.

2020-C 10002282 rechthoekig rvs geborsteld 25 1/2/3/4

2020-C+ 10002283 rechthoekig rvs geborsteld 25 1/2/3/4

2020-CE 10002288 rechthoekig rvs geborsteld 25 1/2/3/4

The ASSA ABLOY Group is the global leader in access solutions. Every day,
we help billions of people experience a more open world.

ASSA ABLOY Opening Solutions leads the development within door
openings and products for access solutions in homes, businesses and
institutions. Our offering includes doors, door and window hardware, locks,
access control and service.

ASSA ABLOY
Meerval 5
4941 SK Raamsdonksveer Nederland
T. +31 (0)88 639 46 00
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